MULTI PURPOSE CARRIERS

Alpaca Carriers, Inc. manufactures multi-purpose carriers or racks in
Kimball, Minnesota. The carriers feature a patented system of pins
that can be easily relocated on a frame along with our patented Alpaca
Cinch™, a fastening system that self adjusts to articles of any shape or
size, making our carriers very versatile, and easy to use.

Alpaca Compact
Carrier
New design can
carry bicycles,
skis, snowboards
& more.

New Alpaca
Tadpole Trike

Carrier. ;
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Stabilizer Assembly

Slide S-clip onto sway
bar as shown. For
Screw hand o .
) 1 '/s -inch hitches the B
bolt into nut . .
: i clip goes on the high
in stabilizer ; . :
. side (A), with 2-inch
y ) hitches put the clip

on the flat side (B).
G

Slde the slot in the S-clip into the groove
& in the hand bolt. Slide the sway bar into
the bracket on the stabilizer body, align
holes, insert bolt, put nylon lock nut on
bolt and tighten. Leave nut loose enough
so sway bar pivots freely in bracket.

Attaching Stabilizer to Load Support
Dip the vinyl pad in water and slide it onto the load support
tube. It prevents the stabilizer from getting stuck on the bend.
Slide the stabilizer body over the load support tube in the position desired.
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Attaching 1500 2TADPOLE]1.25 Carrier with Stabilizer to Hitch
Slide the load support tube into the hitch. Align hole in tube with hole in hitch. Insert the hitch
pin into the hole. Push the clip into the hole in the hitch pin. Slide the stabilizer toward the hitch
until the force plate will tighten against the hitch. Tighten the hand bolt.

I would suggest putting several wraps of electrical tape on the load
support tube, tight against the hitch the first time the carrier is used
on the vehicle. This will help align the hole each time the carrier is
installed and keep the stabilizer on the carrier.

Support tube, stabilizer Support tube with stabilizer

upright inserted in a 1 's- \ sideways for added ground \
inch hitch. In this position ! clearance, inserted in a 1 's-inch

the stabilizer adds strength hitch. In this position the stabilizer

to the carrier and reduces adds less strength to the carrier, but
stress on the hitch. The carrier still reduces stress on the hitch. The

can be used to carry up to 100 carrier can still be used to carry up to
pounds when mounted to a receiver 100 pounds when mounted to a receiver
hitch bolted directly to the frame of hitch bolted directly to the frame of the
the vehicle or to a bumper or hitch vehicle or to a bumper or hitch with a
with a 300 pound or higher tongue 300 pound or higher tongue load rating.

load rating.



Assembling the 1500 2TADPOLE 1.25 Carrier
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Loop adjustable toggle
ball to side slot of the
rear tire holder. Put
screws through holes in
rear tire holder as shown,
put nuts on screws, slide
tire holder over support
tube to desired position
as shown in photo. Do
not over tighten screws.
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Warning: Use —

this carrier with rece
hitches bolted directly to the \_
frame of the vehicle or to a bumper

or hitch with a 300 pound or higher
tongue load rating. Limit the load to

Slide the tadpole frame
top into the coupling on
the tadpole support tube
to the desired setting as
shown below, align holes
and insert PTO pin, hook
safety spring with pin over
end of pin.

Attach trunk strap 347
to reduce leverage
on the hitch.
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100 pounds. Because of leverage ) Short 457
smaller hitches are not strong enough for this carrier. The Middle
5 —_—t 51”
trunk strap provided can be used to reduce the leverage and \ Tall
e — 57”

stress on the carrier, hitch and vehicle. Be sure to attach the flat
hook to a point on the vehicle strong enough for the forces applied.
(DO NOT ATTACH THE STRAP TO PLASTIC TRUNKS). The
carrier can be used without the strap if the hitch and vehicle are :
adequate for the load. A hitch with a 200 pound tongue load rating I\

is also rated as a 2-bike carrier capicity hitch by the
manufacture. Since trikes are heavier than B
bikes the use of this carrier exceeds the , )
capacity of these hitches. Do so at 1 88 | Y
your own risk. . _
25” >|
30”

<
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Insert the support tube into the receiver hitch, align hole

Warning: When loaded, the carrier will
exceed the height of most vehicles. Do not
go where there is not enough clearance.

Warning: Remove luggage bags from
trikes before transporting.

in receiver hitch with hole in support tube, insert hitch
pin through the hole, slide hitch pin clip into hole in hitch
pin. Slide stabilizer so the force plate tightens against the
hitch and tighten the hand bolt. These hitches have close
tolerances. The paint on the support tube may need to be
sanded or the inside of the hitch may need to be filed and
cleaned the first time the carrier is used.
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Attaching Pins & Alpaca Cinch™ to Tadpole Frame Top

Slide pins through the disired holes from the preferred direction, insert
double loop hitch pin clips into the groves in the pins. There is a choice of
three different usable pin spacings to help avoid obstacles on trike frames.

Run the end of the long cinch strap without the
loop through the strap clip on the bottom of the
tadpole frame top starting from the side the pin
is on. Hold the loop on the other end of the strap
over the pin the cinch will be used with. Run the
end without the loop, through the loop and pull tight.

The desired number of spacers are slid over the

end of the strap to space the trike from the carrier
frame and other trike. Usually one spacer/pin is all
that is necessary to carry one trike, three spacers/pin
to carry two tricycles.
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Then slide the spacers over the end of the pin. They hold
the strap close to the pin and the trike at the desired location
on the pins. The spacers remain on the pin.

The cinch is quick and easy to use. Press the
clasp on the cam-buckle slide the end of the
strap through the opening from the bottom

as shown and let go of the clasp. Repeat the
process for the other cinch. The cinch is ready
to use. Load the trike, run the strap over the
trike frame, slide the ring over the end of the
pin and tighten the cinch.




Using the Alpaca Cinch™ with Tadpole Trikes

After the carrier is set up with the Alternative Cinch Method
desired number of spacers and the
buckle is attached to the strap as
shown below, the carrier is ready
to load.

The cinch normally works very well,
but with some trikes after the cinch is
tight there is still more movement than
disired, if this happens add a ring to the
strap between the last spacer and
cambuckle. As shown below.
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Simply load the trike, run the strap
over the frame of the trike, slide the
ring on the short strap with the cam-
buckle over the end of the pin and
tighten the strap. As shown with the
trike on this side, in the picture below.
For items to be secure, the strap must
be tight enough so ring cannot slide off
the end of the pin.

Frame : .
Load the trike, run the

strap over the trike
frame, slide the ring
over the end of the pin
to the trike frame, pull
the strap tight, run the
strap back over the
frame, hook the ring on
the short strap with the
cambuckle over the ring
holder and tighten the
strap. As shown above
and with the trike on
this side in the picture.
This method will hold
the trike very secure.




Warning: This carrier has been designed to

carry tadpole tricycles on vehicle receiver Alpaca Carriers, Inc.
hitches. User must inspect components for 14087 State Hwy 15
tightness, wear, deformation, cracks or Kimball, MN 55353

el ongation before each use. |t Tolffree:mMe77v3s®E3361s
responsibility to attach the carrier correctly to Protected by US patents
the vehicle, and secure the articles to the #6,010,049, #6,010,143,
carrier. The manufacturer and seller expressly #6,039,228, #6,382,487 B1
disclaim any and all liability for personal injury, and # 6,772,929 B1

property damage, or loss whether direct,
indirect or incidental, resulting from the
incorrect attachment, improper use, inadequate
maintenance, or neglect of the carrier.

LIMITED WARRANTY

Alpaca Carriers, Inc. warrants ttpsoduct to the first consumer to be free from defects in matareal

workmanship under normal use for a period of twelve (12) months from the date of purchase. Alpaca Carrier
Il nc. 0s sole responsibility un dl@aementdbfanydefecivempatmoftsych i
product. The cost of such replacement, including labor and parts, but excluding shipping, is the responsibility
of Alpaca Carriers, Inc. This warranty is void if this product has been subject to any unauthod#ezhtion,

use with any unauthorized attachment, device or feature, accident, neglect, misuse, or any event other than
ordinary use. Consumer must provide proof of purchase to validate warranty.

Alpaca Carriers, Inc. does not warrant the products otlany party manufacturer, which may be supplied with
this product, and the purchaser agrees to look only to such third party for any warranty claim relating to such
product. ALPACA CARRIERS, INC. LIMITED WARRANTY IS EXPRESSLY IN LIEU OF ALL OTHER

- WARRANTIES, EXPRESS OR IMPLIED, INCLUDING THE WARRANTIES OR MERCHANTABILITY
AND FITNESS FOR A PARTICULAR PURPOSE.



